## CHAPTER VII.
### BROKEN-STONE PAVEMENTS.


## CHAPTER VIII.
### MISCELLANEOUS PAVEMENTS.

TABLE OF CONTENTS.

CHAPTER IX.
FOUNDATIONS.


CHAPTER X.
RESISTANCE TO TRACTION.


CHAPTER XI.
LOCATION OF COUNTRY ROADS.

Considerations governing location—Principles governing location—Economy of motive power—Selection of best route—Reconnaissance, object of—Points to be attended to in making reconnaissance—Configuration of the country—Ridges and passes—Water-courses and valleys—Streams give the direction of the high ground—Preliminary survey—Data to be obtained on preliminary surveys—Topography—Map—Memoir—Levels—Cross-levels—Profile—Bridge sites.
TABLE OF CONTENTS.

Principles to be observed in making final selection—Examples of cases to be treated—Intermediate towns—Mountain roads—Method of surveying mountain roads—Loss of height—Water on mountain roads—Halting places—Alignment—Curves, kind of—Reduction of grade on curves—Increasing wheelway on curves—Excessive crookedness to be avoided—Curving roads, advantages of—Zigzags, objections to—Final location—Construction profile—Gradient, definition of—Determination of gradients—Angle of repose, to ascertain—Tractive power required in descending inclines—Men and animals ascending steep slopes—Maximum grade and traffic—Maximum grade to be adopted—Maximum suitable for various pavements—Maximum adopted by Telford—Maximum adopted by the French engineers—Smooth and rough surfaced inclines—Determination of maximum grade—Grade of mountain roads—Minimum grade—Minimum grade adopted by the French engineers—Undulating grades—Level stretches, objections to—Vertical curves, application of—Different methods of designating the same grades

CHAPTER XII.

WIDTH AND TRANSVERSE CONTOUR.

Width of roadways—Minimum width—Advantage of wide roads—Width of land appropriated for road purposes in various localities—Width of mountain roads—Number of acres required per mile for different widths—Transverse contour, object of—Amount of rise required for different pavements—Form of transverse contour—Form for streets—Form for country roads—Excessive rise, evils of—Straight sides objectionable—Concave form not desirable—Contour on hillside roads

CHAPTER XIII.

EARTH-WORK.

TABLE OF CONTENTS.

<table>
<thead>
<tr>
<th>PAGE</th>
<th>TABLE OF CONTENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>xiii</td>
<td>on hillsides—Roadways on rock-slopes—Rock excavation—Blasting—Quantity of rock loosened—Line of least resistance—Quantity of powder required—Cost of excavating rock—Haul—Cost of earth-work—Loosening earth—Transport of earth—Limits to which shovels, wheelbarrows, carts, scrapers, and dump-wagons may be employed—Loosening and transporting by machinery—Calculating amount of earth-work—Calculation of half-widths and areas—Examples of cross-sections of earth-work—Calculation of sectional areas—Formulæ for the calculation of areas—Table of cubic contents 303</td>
</tr>
</tbody>
</table>

CHAPTER XIV.

DRAINAGE AND CULVERTS.


CHAPTER XV.

BRIDGES, RETAINING-WALLS, PROTECTION WORKS, TUNNELS, FENCING.

# TABLE OF CONTENTS

## CHAPTER XVI

### CITY STREETS

Laying out of streets—Best arrangement of streets—Width of streets—Street grades—Grade at street intersections—Accommodation summits—Transverse grade—Transverse contour—Sub-foundation drainage of streets—Surface drainage of streets—Gutters—Culvert-basins—Street lines and monuments—Street profiles—Increasing the width of the carriageway at street corners

## CHAPTER XVII

### FOOTWAYS, CURBS, GUTTERS


## CHAPTER XVIII

### RECONSTRUCTION AND IMPROVEMENT OF COUNTRY ROADS

Rectification of alignment and grades—Drainage—Improvement of the surface—Improving clay roads—Improving sand roads—Scraping or road machines, manner of using—Cost of constructing earth roads—Cost of maintaining earth roads—Value of improvements, how to ascertain—Data required—Defects of existing roads—Profit of eliminating unnecessary grades—Profit of eliminating unnecessary length—Profit of improving the surface—Annual loss occasioned by bad roads 45°
CHAPTER XIX.
MAINTENANCE.—REPAIRING; CLEANSING; AND WATERING


CHAPTER XX.
TREES.

Opinions regarding the planting of trees on roads and streets—Trees on the French and Belgian roads—Financial value of trees—Fruit-trees in Saxony—Selection of trees—Qualities necessary to good road-trees—Distance apart to plant trees—Trees at street intersections—Protection of trees.

CHAPTER XXI.
STAKING OUT THE WORK.

Object of—Distance apart of stakes—Straight lines and curves—Side slopes—Setting out culverts—Length of culverts—Setting out bridges—Drains, setting out—Setting out vertical curves—Staking out transverse contour of street pavements—Setting stakes for curb—Setting stakes for any structure—Fixing lines upon water—Bench marks.

CHAPTER XXII.
SPECIFICATIONS AND CONTRACTS.

Specifications, contents of—Tests of materials—Contracts—General specifications for clearing—Close-cutting—Grubbling—Grading—Forma-
TABLE OF CONTENTS.


566
diameter. These should be set on a concrete foundation, laid stone to stone, and the interstices filled with cement grout or bituminous cement; or a bituminous concrete foundation may be employed and the interstices between the stones filled with...
Catholic Orphan Asylum.
St. Paul, Minn.

Dec. 27th 1872

Dear J.J. Kell

Dear and kind friend. I received your note containing check for fifty
dollars. Many thanks for your
generous and kind remembrance.

And the poor children,
May the Father of the Orphan
continual favor for their continual
acts of kindness to them.

Both Sisters and Children
join in wishing you a very
happy and prosperous New Year
and a great many of

Respectfully,
Sister M. Josephine.